Lead Free Brass Ball Valve

Jemar ¢

lead-free

2 Piece « Full Port - Solder Connection « 600 WOG -

Stainless Steel Ball and Stem

CRN# 0C16654.5

JF-100SG

Features

+ Gland follower and single o-ring stem design
« Blow-out proof stem

« Stainless steel ball and stem

+ 100% leak tested

Material Specifications

. No. Part Materials
. [0)
Wetted surfaces contain less than .25% lead content T Body <o Froe Brass - C26400
2 End Connection Lead Free Brass - C46400
Approvals‘®- Y .
. v am 3 Ball 304 Stainless Steel
« UL Listed up to 175 PSI (1/2" - 2") 4 Seat( PTEE
° MHKZ - Manual valves 5  Stem 304 Stainless Steel
o YRPV - Gas shut-off valves .
. 6 Packing PTFE
« IAPMO Certified ) B
o NSF 61-8 7 Stem O-ring una-N
8 PackingGland  Lead Free Brass - C46400
o NSF 372
. . 9 Handle Steel - Chrome Plated
o Uniform Plumbing Code (cUPC) TR Seallch Plated
* IAPMO/ANSI Z1157-2014 andieNu eel-Lhrome Flate
= NSF/ANSI 14-2014 11 Lock Washer Steel - Chrome Plated
« FM Approval (1/2" - 2") . .
« MSS SP-110 Dimensions
« ASME/ANSI B16.18 Part No. Size A B C D E
. 100-1135SG 1/2" 217 1.81 3.35 0.59 0.50
Valve Seat Rating 100-11455G 3/4" 280 236 429 075 075
600 WOG - 150 WSP 100-11555G " 327 252 429 098  0.86
600 100-1165SG 1-1/4" 410 2.52 5.63 1.26 1.08
<) 100-117SSG 1-1/2" 433 2.80 5.63 1.57 0.98
500 < 100-1185SG 2" 5.34 3.11 5.63 1.97 1.21
\ / 100-119SSG 2-1/2" 6.39 4.25 7.76 2.52 1.48
S 400 / 100-120SSG 3" 7.10 492 8.37 2.95 1.66
< \ /' 100-12155G 4 95 585 925 390 222
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Note: Information subject to change without notice.
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