Series JGF

Gear Drive Mixer, Flange Mount

Heavy Helical Gear, 350 rpm, Grease Lube

Compact mixers for the most popular

= = ] A D
mixing applications. Grease filled gear- NMu&dtfelr Standard Motor Description Shaft B Shaft
box eliminates oil seal and the possibility Length Single Dual Diameter
of oil contamination of process. Totally-enclosed fan-cooled (TEFC)

Features JGF-2.0 1/3 HP-1-115/230 48" 17%" 10" 8" %'

. JGF-2.1 1/3 HP-3-230/460 48" 17%" 10" 8" %"

B No clutches to slip, wear or replace.

B 3165S I d shaft JGF-3.0 1/2 HP-1-115/230 48" 18%" 12" 10" %"
standarzroggti?):\sa?rgoast'ini]sssatjrgh as JoF31 /2 HP-3230/460 pd LA 2 L ”
rubber, PVC or Teflon® also available. J6F-4.0 8/4 Hp-1-115/230 60° 18% ¥ = al

ms T h i ) JGF-4.1 3/4 HP-3-230/460 60" 18%" 13" 11" %'

quare pitch 1.0 ratio marine JGF5.1 L HP-3-230/460 60" 18% w o I
propellers are used exclusively. Flow 61 1% HP-3.230/460 pon by = P -
coefficients and power consumption : : - - - - -
characteristics equal those of the best JGF-7.1 2 HP-3-230/460 60 20% 16 14 e
hydrof0|l |mpeller deS|gns. JGF-8.1 3 HP-3-230/460 72 21% 16 15 1%

W Vibration-absorbing pad standard. JGF’?'l 5 HP-3-230/460 L 2 16 15 17

- ilable i Explosion-proof class 1 group D (EP)
g/lxml%rssi:r:e ?(\JIS;ch(:EI(I)rs]JrEsF((:l% 0 rom JGF-2.2 1/3 HP-1-115/230 48" 20" 10" 8" %

P proc > pm, JGF-2.3 1/3 HP-3-230/460 48" 17%" 10" 8" %"
56C frame). Air motors also available.

mG 4 ubricati JGF-3.2 1/2 HP-1-115/230 48" 21" 12" 10" %"
CZ?LSO :Lljga'l? é]i{ease ubrication. JGF-3.3 1/2 HP-3-230/460 48" 19%" 12 10" %

) ) ] JGF-4.2 3/4 HP-1-115/230 60" 21%" 13" 11 %"

H All JGF m|>ierI sggft beczjarlngs are 1GF-4.3 3/4 HP-3-230/460 60" 19%" 13" 1" o
permanently lubricated. JGF-5.3 1 HP-3-230/460 60" 204" 14" 12 1

M Variable speed drives also available. JGF-6.3 1% HP-3-230/460 60" 20%" 15" 13" 1"

B Cast aluminum housing. JGF-7.3 2 HP-3-230/460 60" 224" 16" 14" %"

B Flange stuffing box rated to 15 PSI. Air motor

; i an 1/3 HP to 1/2 HP AR . ; . . .
= gtt:enldga%gnggg?{;%;ange is 6" carbon JGF-34 Air Requirements: 12-20CFM at 40-80PSI 48 1% 12 10 %
’ : 3/4 HP AR . . . " .
B Optional flanges available in 8", 10", JGF-4.4 Air Requirements: 30CFM at 60PSI 60 18 13 1 %
12" or 14" 1 HP AR " . " " "
JoF-5.4 Air Requirements: 40CFM at 40PS| 60 19% 14 12 !
1% HP AR . . . . "
JGF-6.4 Air Requirements: 55CFM at 60PSI 60 19% 15 13 !
2 HP AR . . . . .
JGF-7.4 Air Requirements: 65CFM at 70PS| 60 15% 16 14 1
4 HP AR . . . . .
JGF-8.4 Air Requirements: 125CFM at 90PSI e 16% 16 15 1
[
MODEL
JGF-8.1
&
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